GUY GOODFELLOW COLLECTION

FINE FABRICS AND WALLPAPERS

Wallpaper Hanging Instructions

Before you begin, ensure walls are clean, smooth, dry, and properly prepared.

Cross-line the walls using a minimum 1000 grade non-woven lining paper and a quality
ready-mixed adhesive.

When working with pale background papers, be aware that marks on the lining paper may
show through. We recommend testing first in an inconspicuous area.

We recommend using a good quality, pre-mixed, heavy-duty proprietary adhesive such as:

e Solvite
e Polycell
e Halls Beeline

Hanging Instructions

1. Decide on the starting point in the room and mark a faint vertical guideline or plumb
line for the first drop.

2. Measure and cut each drop, allowing extra length at the top and bottom for
trimming. Take into account possible variations in ceiling and floor levels.

3. Number each drop in hanging order before installation.

4. Apply a generous and even coat of quality, ready-mixed adhesive directly to the
wall, covering the area for the first drop. Pay particular attention to edges, corners,
and top and bottom areas.

5. Position the first drop carefully against the guideline. Using a plastic spatula or
smoothing tool, smooth the paper downwards and outwards to remove air bubbles.
Trim excess paper at the top and bottom.

6. Apply adhesive to the next section of wall and hang the second drop, overlapping
the first by approximately 20mm in order to align the pattern.

7. Using a sharp blade and metal straight edge, cut through the centre of the overlap to
create a clean butt join. Always ensure blades are sharp and suitable for the wall
surface. A short, flexible cutting edge is recommended for easier handling against the
wall.

8. Remove the excess strips, gently lift the edges, reapply adhesive if required, and
press the edges back into place to create a seamless join. Trim excess paper at the top
and bottom.

9. Wipe away any excess adhesive immediately using a clean damp cloth.



